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Specifications

Light source: white LED particles 
Power: 36VA

.9
IP grade IP6

avg. min 20000cd

  EUL-AP(White)，ICAO Figure A2-1

Application 
Main beam 

Color 

Required 

min avg. 

cd 

Actual 
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cd 
H V 
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ICAO 
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A2-1 
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1 elevated light

Packing Data

Unit net weight: 3.5 kg

Accessories

V-1.1

* All rights reserved, subject to modifications

Spare Parts

22982White 2

White  2 23 5 
2 2268  White 

2 231 7 White

.5   11.5

1.5   12.5

2.5   13.5

Order No.

2 Optical cover 311 Front lass 

3 Optical Cover 
Gasket 

4111
Front over sealing 
components ubber 
strip  

979242-
-C

6

8 41154

17

18 Plug HT7 6 3
Secondary Cable  
Connector-A6 Double 
core plug(Flat 
Type)-High 
Temperature 
resistance

Struc
  No. Part Name Description

LED Lamp 
Assy ( )White

Isolation 
Transformer 7912 Ring orm solation

ransformer ( 5W)

Lamp Body 
Gasket

Waterproof 
Gland

484 1 Metal Waterproof 

Flange  (1  inches) FL-1

 Frangible Coupling (2 inches)  FC- 2
Flange (12 inches) G2 Screw FL-12-X-G2

ITF- - 66
Secondary Calbe connector style 7 REC 7

 954211
TJB-12
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