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Application 
Main Beam 

Color 
Required 

min. 
cd 

Actual 
min. 
cd H V 

MS-08 
-LED 

ICAO 
Figure 
A2-12 

±10° 1°—8° Red 200 271 

ICAO 
Figure 
A2-13 

±3.5° 1°—8° Red 200 293 

1 lights w/o  base

Unit net weight: 3.4 kg             

1 light w/ 8’’ shallow base   

Unit net weight: 6.4 kg

Packing size: 210×210×130mm³     

Gross weight:3.5 kg

Packing size: 240×240×180mm³     

Gross weight: 6.5 kg

ircraft Stand Manoeuvring Guidance

ASM

Struc No. Part Name Order No. Description

2
prism gasket 
sleeve 43111 roof prism gasket 

sleeve H15

3 prism 31151 roof prism H19 -straight

4 prism gasket 43313 prism gasket(66×51) LED

5
prism pressing 
bracket 4321A prism pressing bracket 

(79×64)

6 LED lamp assy 979223-R LED lamp assy 2P-0(red) 
standard

7 light body gasket 41141 O-ring 137×2

8 light fixture 
gasket 41107 Seal belt(standard)

No. Order No. Description

1 SB-08 8''shallow base

2 SB-12 12''shallow base

3 DB-12 12'' deep base

4 AR-12/08 12''-8'' adaptor ring

5 951101 8''lamp handle

6 ITF-015-
066

15-watt isolation
transformer

7 REC7
moulded type secondary 
cable receptacle style 7


